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1.0 INTRODUCTION 

º:[H`�W\[»�L]HJ\H[PVU�WVSPJPLZ
Fire detailing is particularly important in situations 
where parts of a building are intended to remain 
occupied whilst others are evacuated, for instance in 
multi-occupancy buildings such as care buildings and 
retirement accommodation. Here there is a general 
presumption that occupants not directly affected by 
a fire will ‘stay–put’, within the protected enclosure 
of their dwelling. Senior living and supported living 
accommodation (at various levels) is set to increase as 
we find new ways to meet the demands of a society 
experiencing social and demographic changes that will 
see people living longer and often in single households. 

Fire safety for the elderly and possibly frail or 
incapacitated residents of multi-occupancy buildings 
is clearly an important priority for building designers, 
constructors and managers, who all have a legal 
responsibility for ensuring that fire safety has been 
properly considered and executed and remains in place 
once a building is handed over.

0U[YVK\J[PVU�
;OL�MPYZ[�YLJVYKZ�VM�YLN\SH[PVUZ�MVY�I\PSKPUN�JVUZ[Y\J[PVU�KH[L�IHJR�[V�[OL�*��[O�^OLU�
[OL�LSKLYZ�VM�[OL�*P[`�VM�3VUKVU�ZL[�KV^U�[OL�TLHZ\YLZ�[OH[�[OL`�OVWLK�^V\SK�IYPUN�H�
OHS[�[V�H�ZLYPLZ�VM�JH[HZ[YVWOPJ�MPYLZ�PU�[OL�JP[`��-P]L�JLU[\YPLZ�SH[LY�[OL�MPYZ[�SLNPZSH[PVU��
PU�[OL�MVYT�VM�[OL������3VUKVU�)\PSKPUN�(J[Z��HWWLHYLK��*VTTVUS`�YLNHYKLK�HZ�
[OL�MVYLY\UULY�VM�TVKLYU�)\PSKPUN�9LN\SH[PVUZ��[OLZL�^LYL�HSZV�PTWSLTLU[LK�PU�
[OL�HM[LYTH[O�VM�[OL�NYLH[�MPYL�PU�������)V[O�VM�[OLZL�TLHZ\YLZ�PUZPZ[LK�[OH[�UL^�
I\PSKPUNZ�IL�JVUZ[Y\J[LK�PU�THZVUY`�[V�YLZPZ[�[OL�IYLHRV\[�VM�MPYL�HUK�WYL]LU[�P[Z�YHWPK�
WYVWHNH[PVU�

This simple booklet is both a guide to the current requirements of the Building Regulations and a reminder of what 
has been recognised for centuries, namely that masonry buildings are inherently robust for energy efficiency, fire 
resistance and good sound insulation.

Masonry buildings are by their nature and materials resistant to fire. The designer or specifier should remember that 
this fundamental quality leads to simpler detailing and construction and this simplicity in turn benefits the thermal and 
acoustic detailing as well as the construction. Masonry is an excellent material for a ‘fabric first’ approach.

When compared with frame constructions, masonry buildings generally have fewer layers and fewer materials 
performing separate functions within the wall build-up. However, all buildings contain cavities and some concealed 
spaces where fire can spread undetected. To minimise the dangers of undetected fires the Building Regulations 
generally require that cavities are provided with barriers to reduce the area of the void space and to contain any 
spread of fire. The requirements for masonry buildings are far less onerous than for framed constructions. This guide 
explains the simple measures that are required to comply with the Building Regulations for detailing fire barriers and 
cavity barriers, in particular Section 8: Compartmentation and Section 9: Concealed spaces (cavities) of Approved 
Document B Volume 2. The focus is on multi-occupancy residential buildings but the principles also apply to houses 
and apartments. 

2301_GuideV8.indd   5 14/09/2015   08:16



6

)\PSKPUN�9LN\SH[PVUZ�
Multi-occupancy buildings and care homes fall within the requirements of 
Approved Document B Volume 2 (ADBV2). Domestic properties are covered 
in Approved Document B Volume 1 (ADBV1). 

Cavity barriers should be provided in accordance with ADBV2 paragraph 9.3:
a. at the junction between an external cavity wall (except where the cavity 

wall complies with Diagram 34) and every compartment floor and 
compartment wall; and

b. at the junction between an internal cavity wall (except where the 
cavity wall complies with Diagram 34) and every compartment floor, 
compartment wall, or other wall or door assembly which forms a fire-
resisting barrier.

In a masonry wall a window frame or a door frame of any material can close 
the cavity, i.e. act as the cavity barrier.

Conversely, in a framed or partition wall there are limitations on the 
construction elements that can act as a cavity barrier. A window or door 
frame can close the cavity providing the frame is 38 mm thick for timber 
or 0.5 mm thick for metal. Historically openings would not have needed 
additional closers for timber windows. However, with the widespread use 
of UPVC windows the frame of the window itself is usually not adequate to 
close the cavity. Many standard details for framed or partition walls show an 
insulated cavity closer for thermal or construction efficiency but fail to point 
out that this closer must also be fire resisting.

Table A1 in Appendix A of ADBV2 states the requirements for fire resistance.

.LULYHSS`�PU�THZVUY`�
I\PSKPUNZ�[OL�TH[LYPHSZ�
\ZLK�MVY�^HSS�JVUZ[Y\J[PVUZ�
OH]L�NVVK�PUOLYLU[�
MPYL�YLZPZ[HUJL�VY�HYL�
UV[�JVTI\Z[PISL�H[�HSS��
:LJVUKHY`�SH`LYZ�VM�MPYL�
WYV[LJ[PVU��^OPJO�PUL]P[HIS`�
PU[YVK\JL�]VPKZ�HUK�HPY�
NHWZ�HYL�UV[�\Z\HSS`�
YLX\PYLK��*VTI\Z[PISL�
TH[LYPHSZ�JHU�IL�PUJS\KLK�
^P[OPU�H�THZVUY`�^HSS�
JH]P[`�WYV]PKPUN�HSS�VM�
[OL�WYV]PZPVUZ�MVY�JH]P[`�
IHYYPLYZ�OH]L�ILLU�
MVSSV^LK�YLMLY�[V�+PHNYHT�
���PU�(WWYV]LK�+VJ\TLU[�
)��=VS\TL����(+)=���
YLWYVK\JLK�ILSV^�

����)\PSKPUN�KLZPNU!�\UKLYZ[HUKPUN�[OL�
YLX\PYLTLU[Z�VM�[OL�9LN\SH[PVUZ�

Fire detailing for non-combustible masonry structures 

-PN\YL�����[Masonry] 
JH]P[`�^HSS�L_JS\KLK�MYVT�
WYV]PZPVUZ�MVY�JH]P[`�
IHYYPLYZ�[that subdivide 
concealed spaces]
Note that:

Close cavity at 
top of wall (unless 
cavity is fully filled 
with insulation)

Close cavity 
around opening

Two leaves of 
brick or concrete 
each at least 
75mm thick

Opening

1. Domestic meter cupboards may 
be installed provided that:

2. Combustible materials may be 
placed within the cavity.

a) there are no more than two 
cupboards per dwelling
b) the openings in the outer wall 
leaf is not more than 800x500mm 
for each cupboard
c) the inner leaf is not penetrated 
except by a sleeve not more than 
80x80mm, which is fire stopped.

(+)=��KLMPULZ�H�JH]P[`�
IHYYPLY�HZ!�H�JVUZ[Y\J[PVU��
V[OLY�[OHU�H�ZTVRL�
J\Y[HPU��WYV]PKLK�[V�JSVZL�
H�JVUJLHSLK�ZWHJL�HNHPUZ[�
WLUL[YH[PVU�VM�ZTVRL�
VY�MSHTL��VY�WYV]PKLK�[V�
YLZ[YPJ[�[OL�TV]LTLU[�VM�
ZTVRL�VY�MSHTL�^P[OPU�Z\JO�
H�ZWHJL�

Figure reproduced from ADBV2 
Diagram 34
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����*H]P[`�IHYYPLYZ�HUK�ÄYL�Z[VWWPUN�

Cavity Barrier
Cavity barriers sub-divide concealed voids in the construction to 
prevent the spread of fire and smoke

Figure 2 illustrates the requirements for cavity barriers

Fire-Stopping (same fire resistance as compartment)
Fire-stopping seals the junction of compartment walls and floors to maintain the 
integrity of the construction. Fire-stopping also seals around penetrations and 
services. 

Subdivide extensive 
cavities

Compartment wall

Compartment 
floor

Close around 
openings

(Window and door 
frames may be 

suitable. See para 
9.13 of Approved 
Document B Vol.2)

Close around 
edges

Close top of 
cavity

Wall forming 
bedroom or 
protected 

escape routes

Subdivide extensive 
cavities

Roof space

Accommodation

Accommodation

Floor space

Ceiling space

Floor space
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-PYL�ZWYLHK�PU�[OL�YVVM�]VPK�
PZ�H�WHY[PJ\SHY�WYVISLT�PU�
T\S[P�VJJ\WHUJ`�I\PSKPUNZ��
;OL�JVTWHY[TLU[�^HSSZ�
HYV\UK�LHJO�K^LSSPUN�
ZOV\SK�HSS�L_[LUK�[V�[OL�
\UKLYZPKL�VM�[OL�YVVM�
JV]LYPUN��

����*VTWHY[TLU[�ÅVVY�HUK�^HSSZ

Cavity Barrier

Fire-Stopping (same 
fire resistance as 
compartment - not cavity 
barrier)

Subdivide 
extensive 
cavities

Close top of 
cavity

Wall forming 
bedroom or 

protected escape 
routes

Compartment wall

Compartment wall

Compartment 
floor

Close around 
openings

Close around 
edges

Roof space

Floor space

Ceiling space
Floor space

*VTWHY[TLU[H[PVU
The speed of fire within a building can be restricted by sub-dividing it into compartments 
separated from one another by walls and/or floors of fire-resisting construction (ADBV2 
Para 8.1). In buildings containing flats every floor and every wall separating a flat from any 
other part of the building should be a compartment floor or a compartment wall (excluding 
external balconies and access decks ADBV2 Para 8.13).

Intermediate floor 
within a dwelling 
does not need to 
be a compartment 
floor
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4HZVUY`�I\PSKPUNZ�HYL�
HSZV�SLZZ�]\SULYHISL�K\YPUN�
JVUZ[Y\J[PVU��ILJH\ZL�[OL�
MPYL�WYV[LJ[PVU�PZ�PU�WSHJL�
HZ�[OL�JVUZ[Y\J[PVU�NVLZ�
\W��/V^L]LY��]VPKZ�HUK�
JH]P[PLZ��MVY�PUZ[HUJL�HU�
L_[LYUHS�^HSS�JH]P[ �̀�JHU�Z[PSS�
HSSV^�[OL�WHZZHNL�VM�ZTVRL�
HUK�TH`�HSZV�JVU[HPU�
TH[LYPHSZ�Z\JO�HZ�PUZ\SHU[Z�
[OH[�OH]L�SPTP[LK�YLZPZ[HUJL�
[V�MPYL�HUK�TH`�L]LU�IL�
JVTI\Z[PISL��

Many of the measures illustrated in this section are simple to install and 
straightforward to specify with support from suppliers and manufacturers. 
Masonry construction does not introduce multiple layers and voids that occur 
in framing systems but the cavity barriers, particularly at the top of the cavity 
wall, are essential to the effectiveness of the passive fire protection and must 
not be overlooked.

This section describes where and how to install cavity closers and seals 
in common masonry constructions only. The design of fire resisting 
constructions and other passive elements is not within our scope but a 
comprehensive guide published by the ASFP (Ensuring Best Practice for 
Passive Fire Protection in Buildings) offers a complete introduction to all 
aspects of building design procurement and management.

����*VUZ[Y\J[PVU�KL[HPSZ

+L[HPSZ�PU�[OPZ�ZLJ[PVU�HYL�IHZLK�VU�[OL�3()*�9LNPZ[LYLK�
*VUZ[Y\J[PVU�+L[HPSZ��ZLL�O[[W!��^^ �̂SHIJ�JV�\R�YLNPZ[YH[PVU�
ZJOLTLZ�JVUZ[Y\J[PVU�KL[HPSZ��^P[O�[OL�YLX\PYLTLU[Z�MVY�JH]P[`�
IHYYPLYZ�OPNOSPNO[LK��

-PYLZ�K\YPUN�JVUZ[Y\J[PVU
In September 2014 a £20 
million chemistry building for the 
University of Nottingham was 
completely destroyed by fire during 
construction. The building shell of 
timber laminated beams and CLT 
floors had been completed and 
internal fitting was due to start. 
Nobody was injured but 60 fire 
fighters were called to the scene. 
The cause is yet to be established.
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� 3PZ[�0[LT
Requirements Notes

,�!�0UZ\SH[LK�Z[LLS�SPU[LS
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Requirements 5V[LZ�!

See LABC Registered 
Construction Details for thermal 
performance and construction 
notes relating to different insulation 
thickness and block types.

When the window is in line with 
the outer leaf the cavity can also 
be closed by the plasterboard 
lining (12mm min). However, 
placing the window in this position 
is not good practice for thermal 
design.

An insulated cavity closer may 
be required for thermal reasons 
(to reduce heat losses from 
thermal bridging)

� 0U�H�THZVUY`�^HSS�[OL�VWLUPUN�HYV\UK�H�^PUKV^�VY�KVVY�
OLHK�ULLKZ�[V�IL�JSVZLK�

� ;OL�JH]P[`�T\Z[�IL�JSVZLK�H[�[OL�[VW�VM�[OL�^HSS�MVY�[OL�
WYV]PZPVUZ�VM�+PHNYHT����(+)=��[V�HWWS �̀

In a masonry wall the 
opening around a window 
or door head needs to be 
closed. 
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Requirements 5V[LZ�!

See LABC Registered 
Construction Details for thermal 
performance and construction 
notes relating to different insulation 
thickness and block types.

When the window is in line with 
the outer leaf the cavity can also 
be closed by the plasterboard 
lining (12mm min). However, 
placing the window in this position 
is not good practice for thermal 
design.

,�!�0UKLWLUKLU[�JVUJYL[L�SPU[LS

An insulated cavity closer may 
be required for thermal reasons 
(to reduce heat losses from 
thermal bridging)

� 0U�H�THZVUY`�^HSS�[OL�VWLUPUN�HYV\UK�H�^PUKV^�VY�KVVY�
OLHK�ULLKZ�[V�IL�JSVZLK�

� ;OL�JH]P[`�T\Z[�IL�JSVZLK�H[�[OL�[VW�VM�[OL�^HSS�MVY�[OL�
WYV]PZPVUZ�VM�+PHNYHT����(+)=��[V�HWWS �̀

In a masonry wall the 
opening around a window 
or door head needs to be 
closed. 
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Requirements 5V[LZ�!

See LABC Registered 
Construction Details for thermal 
performance and construction 
notes relating to different insulation 
thickness and block types.

When the window is in line with 
the outer leaf the cavity can also 
be closed by the plasterboard 
lining (12mm min). However, 
placing the window in this position 
is not good practice for thermal 
design.

,�!�:PSS

An insulated cavity closer may 
be required for thermal reasons 
(to reduce heat losses from 
thermal bridging)

In a masonry wall the 
opening around a window 
or door head needs to be 
closed. 

� 0U�H�THZVUY`�^HSS�[OL�VWLUPUN�HYV\UK�H�^PUKV^�VY�KVVY�
ULLKZ�[V�IL�JSVZLK�

� ;OL�JH]P[`�T\Z[�IL�JSVZLK�H[�[OL�[VW�VM�[OL�^HSS�MVY�[OL�
WYV]PZPVUZ�VM�+PHNYHT����(+)=��[V�HWWS �̀
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Requirements 5V[LZ�!

See LABC Registered 
Construction Details for thermal 
performance and construction 
notes relating to different insulation 
thickness and block types.

When the window is in line with 
the outer leaf the cavity can also 
be closed by the plasterboard 
lining (12mm min). However, 
placing the window in this position 
is not good practice for thermal 
design.

,�!�1HTI

An insulated cavity closer may 
be required for thermal reasons 
(to reduce heat losses from 
thermal bridging)

In a masonry wall the 
opening around a window 
or door head needs to be 
closed. 

� 0U�H�THZVUY`�^HSS�[OL�VWLUPUN�HYV\UK�H�^PUKV^�VY�KVVY�
ULLKZ�[V�IL�JSVZLK�

� ;OL�JH]P[`�T\Z[�IL�JSVZLK�H[�[OL�[VW�VM�[OL�^HSS�MVY�[OL�
WYV]PZPVUZ�VM�+PHNYHT����(+)=��[V�HWWS �̀
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Requirements 5V[LZ�!

See LABC Registered 
Construction Details for thermal 
performance and construction 
notes relating to different insulation 
thickness and block types.

,�!�*VUJYL[L�0U[LYTLKPH[L�-SVVY

It is customary to position 
a cavity barrier at the floor 
edge.
A cavity barrier may also be 
required here for acoustic 
reasons. 

� (�JH]P[`�IHYYPLY�PZ�UV[�YLX\PYLK�MVY�(+)�=���PM�[OL�
JVUZ[Y\J[PVU�JVTWSPLZ�^P[O�+PHNYHT�����PL��[^V�THZVUY`�
SLH]LZ�
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Requirements 5V[LZ

See LABC Registered 
Construction Details for thermal 
performance and construction 
notes relating to different insulation 
thickness and block types.

,��!�7P[JOLK�YVVM�LH]LZ�PUZ\SH[PVU�H[�JLPSPUN�SL]LS�

Cavity must be closed at 
head of wall (insulation 
is often omitted here, or 
poorly fitted)

� ;OL�JH]P[`�IHYYPLY�T\Z[�IL�JSVZLK�H[�[OL�[VW�VM�[OL�^HSS�MVY�
[OL�WYV]PZPVUZ�VM�+PHNYHT����(+)�=���[V�HWWS �̀
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Requirements 5V[LZ

See LABC Registered 
Construction Details for thermal 
performance and construction 
notes relating to different insulation 
thickness and block types.

,��!�7P[JOLK�YVVM�LH]LZ�PUZ\SH[PVU�IL[^LLU�
YHM[LYZ

Cavity must be closed at 
head of wall (insulation 
is often omitted here, or 
poorly fitted)

� ;OL�JH]P[`�IHYYPLY�T\Z[�IL�JSVZLK�H[�[OL�[VW�VM�[OL�^HSS�MVY�
[OL�WYV]PZPVUZ�VM�+PHNYHT����(+)�=���[V�HWWS �̀
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Requirements
� 5V[L�[OH[�H�JH]P[`�IHYYPLY�ZOV\SK��^OLYL]LY�WVZZPISL��IL�

[PNO[S`�MP[[LK�[V�H�YPNPK�JVUZ[Y\J[PVU�HUK�TLJOHUPJHSS`�
MP_LK�PU�WVZP[PVU��(+)=��7HYH� ����PKLU[PMPLZ�JVUKP[PVUZ�
^OLYL�[OPZ�TH`�UV[�IL�WVZZPISL��MVY�PUZ[HUJL�H[�H�^HSS�YVVM�
Q\UJ[PVU�^P[O�ZSH[LZ�VY�[PSLZ��0U�[OPZ�JHZL�[OL�Q\UJ[PVU�ZOV\SK�
IL�MPYL�Z[VWWLK�

� *SVZL�[OL�JH]P[`�ILSV^�[OL�[PTILY�]LYNL�SHKKLY�^P[O�H�
JVTWYLZZLK�JSVZLY

5V[LZ�!

See LABC Registered 
Construction Details for thermal 
performance and construction 
notes relating to different insulation 
thickness and block types.

,��!�7P[JOLK�YVVM�NHISL�

Cavity must be closed here
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Requirements Notes5V[LZ�!

See LABC Registered 
Construction Details for thermal 
performance and construction 
notes relating to different insulation 
thickness and block types.

See MIMA design guide, 
Preventing Thermal Bypasses in 
Party Separating Walls.

,��!�4HZVUY`�ZLWHYH[PUN�^HSS

This detail conforms with the 
MIMA good practice guide 
for thermal and acoustic 
reasons. When full fill 
insulation is used, the cavity 
barrier is NOT required here 
to conform with Approved 
Document Part B. 

� ;OL�JH]P[`�T\Z[�IL�JSVZLK�H[�[OL�[VW�VM�[OL�^HSS�MVY�[OL�
WYV]PZPVUZ�VM�+PHNYHT����(+)=��[V�HWWS �̀
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;`WLZ�VM�JH]P[`�IHYYPLY�
Cavity barriers for wall constructions may have different functional 
requirements according to where they are located in the wall and where they 
are in relation to other elements, such as damp proof courses, trays and 
cloaks. Cavity barriers may also have the dual function of preventing heat loss 
(by sealing the cavity perimeter) and preventing the ingress of water (when 
combined with a vertical dpc in a single product). Similarly window and door 
surround closers may have a fire, water-proofing and thermal role. 

These different applications have given rise to a wide variety of products, 
each with different installation requirements. Designers should establish 
the specific requirements for each condition and not assume that a single 
product will be equally effective in all locations. Even where products are 
suitable for two positions (vertical and horizontal applications) they will 
invariably have different support and fixing requirements. Designers should 
seek specialist manufacturers’ advice for each condition and not allow the 
selection of the barrier to be left to chance.

Supported closers and barriers are generally preferable, both for long-term 
stability and for quality control of the installation process. Supported closers 
are less reliant on other construction elements being in place (both leaves of 
a cavity wall) and can often be inspected effectively before the construction is 
covered up. Supported closers are also less likely to be displaced by falling 
mortar and debris from the construction ‘lifts’ above. 

Most of the cavity barrier and closer products come in defined lengths for 
handling and for ease of transportation but the junction between adjacent 
lengths is rarely illustrated on the design drawings. Designers should make 
sure that the method for jointing barriers is achievable within the construction 
and that the requirements are communicated effectively through drawings or 
specification.

����0UZ[HSSH[PVU�WYHJ[PJL

(Z�H�NLULYHS�Y\SL��WYVK\J[Z�
[OH[�\ZL�H�TLJOHUPJHS�
MP_PUN�ZOV\SK�IL�MH]V\YLK�
HIV]L�MYPJ[PVU�MP[[LK�VY�
ZLSM�Z\WWVY[PUN�IHYYPLYZ�
[OH[�YLS`�VU�[OL�HJJ\YHJ`�
VM�V[OLY�[YHKLZ�MVY�[OLPY�
LMMLJ[P]LULZZ�¶�MVY�PUZ[HUJL�
H�JVUZPZ[LU[�JH]P[`�^PK[O�
PU�[OL�JHZL�VM�W\ZO�MP[�
OVYPaVU[HS�IHYYPLYZ��

7YVK\J[�PUUV]H[PVU
Cavity barriers that allow the 
ventilation to continue through 
the cavity void have widespread 
applications in rainscreen and 
other cladding and facing systems. 
The closers have small perforated 
holes that close when a special 
intumescent coating expands when 
subject to heat.

Shaped semi-rigid closers are also 
available that simultaneously deal 
with waterproofing requirements 

simplifying the number of 
components and operations 
required to install an effective 
detail. Note that in most instances 
a horizontal closer will require a 
cavity tray above it to deflect water 
from the back face of the cavity 
forwards and to prevent pooling 
around the tray. Although these 
more sophisticated products 
may seem at first more expensive 
on an elemental basis when the 
other components are considered 
their increased simplicity will be 
attractive.
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The design of the passive protection elements will follow the statutory 
guidance in Approved Document B or the codes of practice (BS 9999 or 
BS 7974) that allow a more flexible approach to fire safety design through 
the use of a risk-based fire engineering. By whatever means the design of 
passive elements is achieved it is important to recognise that the integrity 
of the fire construction can easily be compromised by voids and cavities 
that breach the fire-resisting construction or by gaps and discontinuities in 
the construction itself, occurring either through movement and settlement 
or because of the imperfections of construction and the tolerances required 
around junctions of different materials. Any fire within a concealed space may 
present a greater danger than would a more obvious weakness in the fabric 
of the building.

����-PYLZ�PU�JVUJLHSLK�ZWHJLZ

(S[OV\NO�V\Y�J\YYLU[�
YLN\SH[PVUZ�WYV]PKL�MVY�
LMMLJ[P]L�ZHML[`�VM�[OL�
VJJ\WPLY�[OL`�HYL�UV[�
L_WYLZZS`�^YP[[LU�^P[O�
[OL�W\YWVZL�VM�WYV[LJ[PUN�
WYVWLY[`�PU�[OL�JHZL�VM�
MPYL��UVY�KV�[OL`�ZHMLN\HYK�
H�I\PSKPUN�MYVT�MPYL�
K\YPUN�JVUZ[Y\J[PVU�¶�HU�
PUJYLHZPUN�VJJ\YYLUJL�PU�
ZVTL�MVYTZ�VM�JVUZ[Y\J[PVU�
I\[�L_[YLTLS`�YHYL�PU�
THZVUY`��;OLYL�OH]L�ILLU�
H�U\TILY�VM�SHYNL�ZJHSL�
I\PSKPUN�MPYLZ�PU�[PTILY�
MYHTL�JVUZ[Y\J[PVU�PU�
YLJLU[�`LHYZ�

(SHYTPUN�PUZ[HUJLZ�VM�ÄYL�
YL�PNUP[PUN�
A multi-storey timber frame building 
was tested in a simulated fire at the 
BRE research facility at Cardington. 
The published results demonstrated 
that the multi-storey timber frame 
construction resisted the spread of 
fire for the necessary time period 
to allow occupants to escape. 
However, less-widely reported was 
the fact that the fire reignited after 
the controlled experiment was 
complete and the fire service had 
left. Smouldering embers within 
the cavities between construction 
elements re-ignited and the fire 
spread to the whole building, taking 
more than five hours before it was 
brought under control (Thomas 
Lane, Building Magazine issue 28, 
2002). The fire spread because 
cavity barriers at floor level had 
become dislodged, others were 
missing from the outset. The 
potential issues with fires reigniting 
are investigated in NHBC NF 51. 
This example also highlights an 
important issue for building owners 

– that the design of a building to 
satisfy fire safety will usually only 
consider life safety, not necessarily 
the protection of the building fabric 
itself or the contents. 
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Fire stopping generally refers to the sealants or jointing materials between 
construction elements (for instance at the head of a wall where it meets the 
underside of the floor above or around penetrations where services and pipe-
work pass through a fire resisting construction). Fire stopping will often have 
to resist deflection or thermal movement at and around the junction. Although 
this guide is primarily concerned with cavity closures we have referred to 
common instances where the design and specification of fire stopping should 
be considered. The principal risk is the same as with cavity barriers  - a fire 
passing through constructions in a concealed space is extremely dangerous 
because both the source and extent of the fire are not immediate.

In multi-occupancy buildings there will be common services that require 
additional consideration and the instances where services pass through a 
fire-resisting construction could be greater than in a scheme of self-contained 
apartments. Multi-occupancy buildings often have common ventilation extract 
systems with ducting passing through the separating walls and into the 
ceiling voids of common areas. Heating systems are also likely to be shared 
and pipework distributing hot water from a common plant room will also 
cross between corridor ceilings and into the ceiling void of each dwelling. 

Designers should set out the requirements for cavity barriers, fire stopping, 
fire protected ductwork and services at the same time as the other elements 
of passive fire protection are being considered and wherever possible third 
party certified products and installers should be specified.

����-PYL�Z[VWWPUN�WYVK\J[Z�MVY�ZLY]PJLZ��WLUL[YH[PVUZ�
HUK�K\J[^VYR�

(�JVTWYLOLUZP]L�YLMLYLUJL�
N\PKL�PZ�WYVK\JLK�I`�[OL�
(ZZVJPH[PVU�MVY�:WLJPHSPZ[�
-PYL�7YV[LJ[PVU��9LMLY�[V�
[OL�(:-7�9LK�)VVR�¶�-PYL�
Z[VWWPUN!�SPULHY�QVPU[�ZLHSZ�
HUK�ZTHSS�JH]P[`�IHYYPLYZ��
O[[W!��PZ�NK�/Y(;=���^^^�
HZMW�VYN�\R

-PYL�ZWYLHK
The fatal fire at Lakanal House in 
Peckham in 2009 spread rapidly 
between floors. Fire broke out on 
floors above and below the source. 
Replacement cladding panels were 
thought to have contributed but 
further enquiry also established 
that fire stopping measures had 
been removed during refurbishment 
works in the 1980s. Lakanal House 
had a single escape stair serving 
98 properties. Six people perished, 
overcome by smoke and fumes 
after being instructed to stay in 
their home by the fire service. The 
escape strategy was later revised 
but the importance of maintaining 
the integrity of fire compartments 
within risers and concealed spaces 
was dramatically illustrated in this 
tragedy.
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In this guide we have identified where cavity barriers are used to maintain 
the overall integrity of the ‘passive’ protection measures within a building. 
The passive protection measures include the fire protection to structure, 
the compartmentation of walls and floors and the various fire-resisting 
constructions that protect escape routes such as fire-resisting partitions and 
doors. The passive protection measures are generally installed at the time of 
construction and are distinguished from the active measures, which include 
detection and alarm systems, sprinklers and fire suppression systems and 
which require a command signal or a power supply to activate them. 

Both active and passive measures require periodic inspection and 
maintenance, a responsibility of the building manager or someone designated 
by them under the requirements of the Regulatory Reform (Fire Safety) 
Order. Designers, contractors and building operators all have serious legal 
responsibilities in the delivery and operation of safe buildings. It is essential 
that designers and contractors ensure that the passive protection measures 
are adequate in the parts of the building which may not readily be inspected 
once the building is complete.

The correct installation of passive measures is particularly important in 
buildings that include multiple households, for instance, apartment buildings, 
retirement living accommodations and student accommodation because the 
escape strategy for these buildings is usually based on the principle that the 
fire safety measures are implemented only in the part of the building where 
the fire occurs and other residents ‘stay put’ protected by the fire resisting 
compartmentation of the building. 

Further reading : 

“Fire safety in purpose - built blocks of flats” Local Government Group

“NF51 - Fires in cavities in residential buildings” NHBC 

“Ensuring Best Practice for Passive Fire Protection in Buildings” ASFP

 ���(M[LY�OHUKV]LY!�\UKLYZ[HUKPUN�[OL�-PYL�
:HML[`�6YKLYZ
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[OVZL�^OV�HYL�YLZWVUZPISL�
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WYV[LJ[PVU�Z`Z[LTZ�¹

ASFP

-PYL�YPZR�HZZLZZTLU[Z!�
THRPUN�Z\YL�WYV[LJ[PVU�PZ�
PU�WSHJL
The responsible person undertaking 
an annual risk assessment will need 
to be aware of any alterations to 
the building’s occupancy and use 
and to any processes or equipment 
that may impact fire safety. The risk 
assessment should also check that 
routine maintenance or services 

installations have not displaced 
existing fire stopping. 

“The ‘responsible person’ must 
either undertake these reviews or 
appoint a suitable qualified Fire Risk 
Assessor to do so. Where work 
is carried on the structure of the 
building it is recommended that 
this be done by certified installers 
wherever possible.” 
ASFP
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